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FEATURES

Horizontal Sliding Door
Fiberglass Single Sliding 
Power or Manual Operation
Cooler or Freezer

Data Sheet
Model 501 

• Hydraulic power for speed and long life (50" per
second). HDS power (80” per second).

• Sealed and unitized high strength molded matte finish
fiberglass panel with reinforced steel sub-frames for
dimensional stability.

• Full Perimeter stainless steel edge capping.

• PLC (Programmable Logic Controls).

• Heavy duty steel hardware.

• Internal steel mounting plates for solid hardware
anchoring.

• Reversing edge provides instant stop & reverse with no
mechanical lag time. 

• Top/bottom guidance system positively maintains door
position; insures fast, controlled operation; minimizes
gasket wear.

• Adjustable top/bottom panel hardware for in-field  
adjustments, maintains positive pull-in and insures 
tight sealing.

• Easily repaired without removal. Scratches and abrasions
are quickly touched up with no signs of damage.

• Full perimeter adjustable gasketing.
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12"

Total Length: (2 )W
IC + 24" =

Headboard Length: (2)W
IC + 21-1/2" =

6" diam
eter guard post

        (by others)
Pull-In 
Device

12"

Reversing
Air Edge

M
anual 

Release

Height in Clear (HIC) =

   Bottom
Binder Stop

W
idth in Clear (W

IC) =

Inside Recessed
   Pull Handle

Pull Handle

Pull Handle

Bottom
 Stay Roller

6" Face Fram
e

2" O
verlap - All Around

Stainless Steel
    Capping

Clearance for Sliding:
                  W

IC + 11" =Floor Line

Door Guide Angle

Door Guide
   Block

O
pen Door Clearance 10"

Panel Thickness 4"

Gasket Seal
 on Fram

e

Lim
it 

Sw
itch

Electrical Control Box

   Rem
ote Box

(110v Required)

Total Height: HIC + 19" =

M
inim

um
 Clearance

   for Adjustm
ents

W
IC + 18" =

Hydraulic Pow
er Unit

6"

Air Edge Hose

Therm
ostat

19"

M
odel 501Pow

er O
perated
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•
M

inim
um

:  5'x 7'.
•

M
axim

um
: 10’ x 14’ 

O
ther sizes available - consult

factory.
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•
U

nitized design.
•

H
eavy m

olded fiberglass
reinforced polyester shells. 

•
S

eam
less m

atte finish
construction standard
(optional high gloss finish
available).

•
11 gauge steel sub-fram

e
and hardw

are m
ounting

plates.
•

Full perim
eter 16 gauge

stainless steel panel edge
capping.

•
Full perim

eter gasket.
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•
P

LC
 (P

rogram
m

able Logic
C

ontrols).
•

V
FD

 (Variable Frequency
D

rive) on H
D

S
 S

ystem
.

•
M

anual.

D
O

O
R

 S
P

E
E

D
S

S
ingle S

lide:
•

E
lectric (m

echanical) 
(18 ips* travel speed).

•
H

ydraulic (standard) 
(25 ips* travel speed).

•
H

D
S

 - H
ydraulic D

ual
S

peed operator - (optional)
(5

0 ips* open).
(25 ips* close).

(*inches per second.)

H
Y

D
R

A
U

LIC
 S

YS
TE

M
•

H
igh output hydraulic pum

p
driven by 1 hp totally
enclosed m

otor.
•

Low
 speed high torque

hydraulic m
otor.

•
H

igh pressure hydraulic
hoses.

•
N

E
M

A
-4 fiberglass control

box.

P
E

R
FO

R
M

A
N

C
E

 FE
ATU

R
E

S
•

P
neum

atic reversing edge
for instant stop/reverse.

•
M

anual inside em
ergency

release.

IN
S

U
LATIO

N
•

4" poured polyurethane
foam

. 
•

R
33 rated.

•
"K

" factor of .12 at 75° F.

W
A

R
R

A
N

TY
•

1 year on all other operators
and parts.

O
P

TIO
N

S
•

H
eater cable.

•
Inside trim

.
•

C
olor (consult factory).

•
H

igh gloss finish.
•

K
ickplates on door and

fram
e.

•
P

edestrian opening (in door
push button for partial
opening - autom

atic tim
e

delay close.  A
ll adjustable).

•
E

xtra pull cord or single
push button actuators (2-
pull cord standard).

•
P

hotoeye actuator or
reversing photoeye.

•
R

adio control actuator.
•

Loop detector system
actuator.

•
P

adlock hasp:
a) O

utside hasp.
b) Inside hasp flush 

m
ount.

c) Lock w
ith pow

er cut- 
off.

d) Lock w
ith pow

er cut-
off and inside 
em

ergency release.
•

S
hroud for rail.

•
S

teel self-support system
.

•
R

em
ote m

ount hydraulic
operation.

•
W

indow
 12" x 12", 2 or 3

lite, heated or unheated.
•

Future pow
er.

•
Track port.

•
A

ngle front heated sill.

For com
plete A

rchitectural S
pecifications

contact A
S

I or visit w
w

w
.asidoors.com


